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Media Encoding for the i-vu screen network

This document is intended as a guide. Knowledge of media production, manipulation and encoding is assumed. 

When supplying any media for the i-vu screen network please read this guide carefully.

Background

The i-vu screen is an MPEG1 video playback device similar to a VCD Player. It will only play true MPEG1 files conforming to the White Book Industry Standard Specification: ISO/IEC 11172-2 MPEG standard
Supply of finished assets


i-vu accepts media in the following formats for the i-vu screen network:

Mini DV, Beta SP, AVI, MPEG1 – All these formats must meet the following standards.

Text Guidelines: 36 points allows good readability (for fonts such as Century Gothic, Times New Roman and Arial).  If you are using a font other than these please use a comparative size.  ‘Terms and Conditions’ text can use a smaller font size (around 18 pts minimum).
Beta SP

Media must be laid down to British Broadcast standard with full, accurate report sheet.

All audio must be within the range: 4ppm – 6ppm, with average 5.5ppm.

See http://www.sospubs.co.uk/sos/jun00/images/meteringfaq.l.gif for conversion from UK PPM to other scales.

Tapes not meeting this standard will be rejected, or corrected at cost (to the client).

AVI

Video longer that 90 sec (approx) must be split into multiple 90 sec (approx) AVI files at an appropriate break point.
Media must be supplied on Data CD or Data DVD. These files are not accepted via email or ISDN.

Compression: Full Frames / Uncompressed / No compression

Size: 352 x 288 pixels

Frame rate: 25 fps

Audio frequency: 44.1 kHz

Audio mode: 16 bit, Stereo. 

All audio must be within the range: 4ppm – 6ppm, with average 5.5ppm.

See http://www.sospubs.co.uk/sos/jun00/images/meteringfaq.l.gif for conversion from UK PPM to other scales.

NB. An audio channel is required even if content is mute.

MPEG1

THE I-VU SCREEN WILL NOT PLAY MPEG1s ENCODED USING MEDIA CLEANER

For more information see ISO/IEC 11172-2 MPEG Standard

Size: 352 x 288 pixels

Frame rate: 25 fps

Stream format: Video CD

Video bit rate: 1856 kb/sec

Audio bit rate: 224 kb/s 

Maximum bit rate: 2700kb/sec

Audio frequency: 44.1 kHz, 

Audio mode: 16 bit, Stereo 

All audio must be within the range: 4ppm – 6ppm, with an average 5.5ppm.

See http://www.sospubs.co.uk/sos/jun00/images/meteringfaq.l.gif for conversion from UK PPM to other scales.

NB. An audio channel must be multiplexed even if content is mute.

Supply of assets for media creation

i-vu accepts media in the following formats ONLY for the i-vu screen network:

Layered PC TIF, AI, and layered PDF: Where individual elements of a composition are required

TIF, BMP, EPS, Uncompressed JPEG or any of the above: Where flattened artwork is required

The absolute minimum size for any piece of artwork is 704 x 480 pixels, 72 dpi.

Sound files must be supplied in .WAV format, 44.1kHz, 16 bit, Stereo, on Data CD or Data DVD.

All images received must be received as 4:3. We can convert but this will be an additional cost to client

Delivery – Please ensure delivery of all media assets at least 10 working days prior to campaign start date f.a.o:

Ben Holloway. i-vu ltd, 3 Bloomsbury Place, London, WC1A 2 QA 

26 Green Street

Sunbury on Thames

Middlesex

TW16 6RN

