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The Screen:  The LED wall is built with S10XP tiles; each tile has a virtual resolution of 66 by 

88. The landscape format screen, which is 3 tiles high and 27 tiles wide, good for a virtual 

resolution of 2376 x 198 pixels. 

Screen Size:  2m height x 23m length approx. 

Images:  The higher the DPI the better the image, but this will also make the file larger. 

We recommend not going higher than 300dpi. The colour format should be RGB. 

 

Animated Movies:  For animated movies we recommend to make the files adapted to the 

resolution of the screen. Most files will be scaled to the right size but the scaling used allows 

stretching. Keep in mind we show all the animated information that the files collect. If you 

have on one side a single black pixel, this black pixel will be visible. Same with a typical green 

border which some movie files have after conversion. The green border will be seen as part of 

the movie and will show on the screen. 

 

Recommended video formats in order of recommendation  

WMV Microsoft Windows Media Video format 
 
Video Codecs: WMV7, WMV8, WMV9  
 
Excluding HD video formats and Windows Media Video 9 Image Codec. 
 

AVI Microsoft Audio Video Interleave format 
 
Video Codecs: MPEG-1, MPEG-2, MPEG-4v1, MPEG-4v2 
 
Cinepak, Indeo 5.10 Also support for AVI files with a transparency channel 
(32 bit ARGB). 
 

 
All creative to be supplied at 25 frames per second. 
 
 
Notes:   
 
QUICKTIME FILES are not compatible with the system. 
 
The inclusion of video clips is permitted but cannot make-up the whole sequence.   

For Example:  In a 30 second sequence no more than 50% of the sequence can be video 

clips and they should be split into 3 x 5 second bursts. The sequence may be rejected and 

therefore miss its copy deadline. 
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